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Cleanroom Wall Cleaning Purpose 
 
Proper wall cleaning in a cleanroom is essential for maintaining cleanliness standards and preventing 
contamination. This ensures efficient performance of equipment within the controlled environment. 
 
 
Scope  
 
Wall surface from ceiling to floor avoiding any obstructions.  
 
 
Method  
 
Wipe from top to bottom in single stroke. 
 
 
Process & Procedure 
 

1. Notify the manufacturing area representative that you will be cleaning the walls in the area. 
2. Set up Caution signs along the work area. 
3. Clean walls from top to bottom. Avoid all alarms, sensors (including particle counters), EMOs, 

and wires and wall braces. 
4. Place a Doodle duster at top of wall and slowly pull downward in a single stroke using Pull-Lift 

Technique (see illustration below). 
5. Move to either the left or right and with the mop overlapping the last stroke by approximately 

10% and repeat until the entire wall has been cleaned. 
6. Remove all Caution signs when job is complete. 
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Illustration of Pull-Lift Technique 
 

 

 
 
 
 
 
 
 
This policy is subject to change at the company's discretion. Please ask HR for the most current version of 
this policy.  
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Stroke 1: Lift the sponge mop and place it 
on the surface at a manageable distance. 
Pull it toward you. 

Stroke 2: Lift the mop again, place it down 
at the start of the previous stroke, over-
lapping the previous stroke by around 10% 
to 20%. Pull it down toward you. 

Stroke 3: Repeat. 


